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ROD WIPER
I
3.00 SQ.
T

1.16 O |

1 FUNCTION:

2.50" BORE x 4.13 STROKE CYL.

DOUBLE-ACTING

o %—18 THREAD MECHANICAL:

Yo NPT PORTS MATERIALS:

E%L;O

FASTENERS:

1.52 ﬁj = 2X ;
i

6 i : SEALS:| OW TEMP. NITRILE SEALS

AIRMAN LABEL MTG. STYLE:CLEVIS
626 O batoo23 | C ] ASSY.
? % LUBRICATION: HEAVY TRANSPORT SILICONE

FLOW:
TEMP.:-40 TO 180°F

—{ | =— o/ [STEEL PLATED PIN AND CLIP FILTRATION: 40 MICRON
SYSTEM

7.56 . LUBRICATION
11.50 ‘ — REQ'D.:n/A

= TROKE PRESSURE

RANGE: I, 5 psi
MAX. 150 psi PNEUMATIC
MAX. 200 psi HYDRAULIC NON-SHOCH

15.63

ELECTRICAL:

UHMW WEAR BAND ety
ALUMINUM PISTON, END CAPS u :
HEAVY DUTY BRASS ROD BEARING

% DIAMETER STAINLESS STEEL PISTON ROD
HARD COAT ANODIZED ALUMINUM CYLINDER

DESC 1: 2.50 BORE x 4.125 STROKE
DOUBLE-ACTING CYL.
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